
2018 IECC 

Residential Compliance Certificate 

When is it required? 

 Pursuant to R401.3 of the IECC a permanent certificate shall be 

completed and posted in the utility room or an approved location inside 

the building. 

 

What is required? 

 Predominate insulation R-values for building components and ducts 

outside the conditioned space;  

 U-factors and SHGC for windows/doors;  

 Results of required duct/air leakage testing 

 Types and Efficiency of mechanical equipment 

 

Who should be 

completing it? 

 Builder or other approved party. 



Energy Efficiency Certificate 
This Certificate is to be posted in accordance with Section R401.3 of the 2018 International Energy Conservation Code  

Site Location/Address: _________________________________   Compliance Path: ________________ 

Designer/Builder:  ________________________________________   Date Completed: ________________ 

Insulation Rating  

Floors over unconditioned space z Floor - Slab Edge R- 

Wall - Basement R- Wall - Crawl Space R- 

Wall - Wood Frame R- Wall - Steel Frame R- 

Wall - Mass R- Wall - Other R- 

Ceiling R- Roof R- 

Ducts—Attic R- Ducts—Other R- 

Fenestration Ratings 

Fixed Window U-  SHGC- 

Operable Window U-  SHGC- 

Opaque door U-  SHGC- 

Skylight U-  SHGC- 

Air Leakage Test Results  

Envelope Testing 
Completed 

Visual Inspection Only 

Pa. cfm/100 ft2 Air Changes per Hour @     Duct Testing: 

______________ 
U-  SHGC- 

______________ 
U-  SHGC- 

______________ 
U-  SHGC- 

______________ 
U-  SHGC- 

Equipment Performance 

    Type  Efficiency  

Heating System    AFUE 

Cooling System    SEER 

Water Heating    EF 

Indicate if any of the following have been installed, for which an efficiency rating shall not be listed: 

 

 

Electric furnace  Baseboard electric heater  Gas-fired, unvented room heater  

Posting Instructions 

This certificate shall be completed by the builder or other approved party and posted:   

 - on a wall in the space where the furnace is located,      

 - utility room or an approved location inside the building.   
Where located on an electrical panel, the certificate shall not cover or obstruct the visibility of the circuit directory label, service disconnect label or other required labels.  

 

Where there are more than one value for each component, indicate the value covering the largest area. 

This certificate developed in partnership with  

Building Code Support Program 


